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Embat 30-8000-81-F9
Jordi Blasi Fan IP20 Embat LED LED warm-white 3000K 0-10V / DALI / PWM Satin nickel Brown 2218

TECHNICAL FEATURES

IP20

Luminaire total power : 19.8W

Real lumens : 627

Nominal lumens : 2218

Real lm/W : 32

Lens / reflector angle : HORIZONTAL 123º

Structure material : Steel

Structure finish : Satin nickel

Diffuser material : Glass

Diffuser finish : Sandblasted

Driver Brand : MEANWELL

Voltage / frequency : 220-240V/50-60Hz

Dimming protocol : 0-10V / DALI / PWM

Useful life : 36.000h L70B30

Warranty : 5 Years

Easily recyclable luminaire

LUMINOTECHNIC FEATURES

CRI: 80

MacAdam steps: 3

Photobiological risk: RG0
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LED 1 19.8W LED warm-
white 3000K

VENTILATION FEATURES

Blade finish: Brown

Blade material: Wood

Maximum sound level (dB): 42

Minimum sound level (dB): 37

Maximum flow: 127.43

Power used: 19.8W

Service value: 6.44

Standby mode consumption: 0.5

Acostic potential level: 42

Maximum air speed (m/s): 13896.31

Service value measurement standard: EN 60879:2019
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EMERGENCY MODULE FEATURES

Battery type: PILA

LOGISTICS

https://forlight.com/forlight/en/products/productDetail.html?productUrl=/en/embat/embat/30-8000-81-f9


Image may not match reference. LEDS C4 reserves the right to amend any of the product’s components. The data related to flux, power and colour temperature are subject to a
tolerance of ±10%.
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Net weight (kg): 4.8

Packaged weight (kg): 6.05

Packaging: 680mm x 230mm x 340mm
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